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Power T e s t : 25 V IEC shaped no i se , 2 hours 

Rated Impedance-" 6 ohm 

Minimum Impedance: 5 .1 ohm 

Impedance C u r v e : See page 2 

F requency Response ( - 6 dB ) : 50 Hz to 27 kHz ( h a l f s p a c e ) 

D is tor t ion: See page 3 

Sens i t i v i t y : 87 dB for 2 . S3 V © 1m 

C r o s s o v e r F requency : 3000 Hz 

P H Y S I C A L S P E C I F I C A T I O N S 

E n c l o s u r e Volume: .42 c u . f t . 

E n c l o s u r e Dimensions: 15.38 x 9 . 3 8 x 8 . 6 3 D ( i n c h ) E n c l o s u r e Dimensions: 

S Y S T E M C O M P O N E N T S 

Cabinet: C4406 

G r i l l e : G4406 

B a s s T r a n s d u c e r : 115H-1 

High F requency T r a n s d u c e r : 035Ti 

C r o s s o v e r Network: N44D6 
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Design Engineer. 

MODEL N440B 

2 - WAY PASSIVE CROSSOVER 

Crossover Frequency: 3000 Hz 

Crossover Slopes: 12dB/ Octave 

Voltage Drive: See Curve 


